
2006 / 2009
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Accessibility Code Transition

Mandatory Enforcement Date

January 1st, 2010 



New Accessibility Code, Summary

·Section 1007, Accessible Means Of Egress

¹ Required number, continuity, Area of Refuge (ARA), stairs

·Chapter 11, Accessibility

¹ Accessible routes, entrances, parking, dwelling units (types A, B), 
special occupancies, signage

·ICC/ANSI A117.1

¹ All other technical details

·Section 3409, Existing Buildings

¹ Change of occupancy, alterations, historic buildings



2009 NCBC, Table 508.2



Group I -2 commercial kitchens

Smoke-resistant construction and doors



Group I -2 laundries 100 sq. ft. or less

Smoke-resistant construction and doors



What is smoke resistant construction?

All of the detail requirements for 

smoke resistant construction are 

given in section 508.2.2.1. The 

construction described in this 

section is required to be neither a 

smoke barrier nor a smoke 

partition. 

Walls shall be continuous from the floor to the fire-resistance-

rated ceiling above or to the floor or roof deck above. Doors 

shall be self- or automatic closing upon the detection of 

smoke. 



2009 NCBC, Table 508.3.3 



Separation of mixed occupancies

·Incidental Use Areas,  Table 508.2

·Accessory Occupancies, Section 508.3.1 (10% or less)

·Nonseparated Occupancies

·Separated Occupancies  



Group B 

Group M

Group M

Group B 

Group B 

One Story

Occupancy Groups B and M

Total area, 10,000sf

Type IIB construction

Nonsprinkled

Assume no area increase

Nonseparated Occupancy

Table 503, Allowable Height and Area

Group B = 4 story, 23,000sf

Group M = 4 story, 12,500sf

Because the total area is less than 

the most restrictive, nonseparated

mixed use is allowed.   



Group M

2,000sf 

Group S-2

9,500sf

Separated Occupancy

Occupancy Groups M and S-2

Total area, 11,500sf

Type VB construction

Nonsprinkled

Assume no area increase

2-hr fire barrier

Table 503, Allowable Height and Area

Group S-2 = 2 story, 13,500sf

Group M = 1 story, 9,000sf

9,500/13,500 = 0.70

2,000/9,000   = 0.22

0.92



Group S-1

46,200sf

Group B

30,000sf

Separation of mixed occupancies, 

same group in Table 508.3.3

Occupancy Groups B and S-1

Total area, 76,200sf

Type IIB construction

Sprinkled

Sprinkler increase



Mixed occupancy separation, Table 508.3.3

·Step 1

¹ The warehouse is classified as a Group S-1.

¹ The office is classified as a Group B.

·Step 2

¹ Table 508.3.3 indicates that there is no required separation. (N)

·Step 3

¹ Because the fire area containing the S-1 exceeds 12,000sf, 
section 903 requires the entire building to be sprinkled.

¹ Note that even if the uses were separated, section 903.2.8 
requires a sprinkler throughout all buildings containing a 
Group S-1 fire area greater than 12,000sf.  



Mixed occupancy separation, Table 508.3.3

·Step 4

¹ The allowable area with sprinkler increase for the Group B is 
92,000sf

¹ The allowable area with sprinkler increase for the Group S-1 is 
70,000sf. 

¹ 30,000/92,000 = .326

¹ 46,200/70,000 = .66

0.986



Group S-1

46,200sf

Group B

30,000sf

Separation of mixed occupancies, 

same group in Table 508.3.3

Occupancy Groups B and S-1

Total area, 76,200sf

Type IIB construction

Sprinkled

Sprinkler increase

Per Table 508.3.3,       

no separation is required

The 2006 code would 

have required a 2-hour

separation



Fire barrier rating in same occupancy

·Example

·A restaurant has a total area of 6,000sf. 

·In order to reduce the fire area and alleviate the 
requirement for sprinkler, the fire area needs to be 
reduced.

·Table 508.3.3 indicates No Separation Requirement.

·Refer to Table 706.3.9 for fire barrier ratings 
between fire areas. 



Table 706.3.9 



304,Training or skill developmenté Group B

..not within a school or 

academic program. 



310.1, Congregate Living Facility, R -3

·Definition - A building or part thereof that contains 
sleeping units where residents share bathroom 
and/or kitchen facilities.

·Examples may include??

¹ Dormitories

¹ Boarding houses

¹ Fraternity/Sorority houses

·Per Table 1004.1.1, the occupant load factor for a 
Residential occupancy is 200 square feet gross. 

¹ (3,200 square feet total = 16 occupants)



310.1, Child day care facilities, Group R-3

éeight or fewer persons with no more than five 

preschool age.   



402.11, Playground structures in a mall

This applies only to structures that exceed 10ô in height 

and 150 square feet in area. This section addresses, 

flammability of materials, fire protection, separation from 

other structures and allowable area. 



403.3, Fire resistance rating, High Rise

The ó06 code allowed a reduction 

from type IA to a IB construction. The 

ó09 code allows the same, but only in 

buildings not greater than 420ô in 

height.

The ó06 code allowed a reduction in 

shaft enclosure ratings. The ó09 code 

allows the same, but only in buildings 

not greater than 420ô in height. 



2009 2006

·Section 407.8

·Locks and latches, I-2

·Section 407.8 

NC Building Code Changes

The 2006 code allowed door locking arrangements in I-2 
occupancies. The 2009 code allows the same, but has 
added that remote locking and unlocking is required 
where more than 10 locks are necessary to be unlocked 
when moving occupants from one smoke compartment to 
another. 



When are smoke compartments required?

·In I -2 occupancies

·Every story where patients sleep or receive treatment 
or other stories that have an occupant load of 50 or 
more

·Every story shall have at least two smoke 
compartments.

·Smoke compartments shall not exceed 22,500sf.

·Travel distance to smoke barrier doors not to exceed 
200ô



410.2 Stages and Platforms

The ó06 code had a NC amendment which allowed an 

overhead valance and curtain to be installed over a 

platform. The ó09 code has deleted this exception. It would 

now be considered a stage.  


